Mixer
Stands

- Manual Lift -

OWNERS
MANUAL

Warranty

Our products are guaranteed against
defective materials and workmanship, we will
repair or replace such items as may prove
defective at our option. Warranty period is
one year on items manufactured by INDCO.
On items not manufactured by INDCO, the
manufactures warranty applies. All
component parts of our products are covered
by this warranty, except for normal wear items
such as belts or impellers. We cannot be
responsible for damage or abuse to equipment
caused by improper installation or operation.
Warranties can also be voided by
unauthorized disassembly of equipment. For
warranty repairs, equipment is returned to
INDCO at the customer’s expense; we will
repair and return to customer at our expense.
Under no circumstances will we allow labor
charges or other expense to repair defective
merchandise. This warranty is exclusive and
is in lieu of all other warranties, whether
express orimplied. INDCO shall not be liable
for any other damages, whether
consequential, indirect, or incidental, arising
from the sale or use of its products.
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PS480-BP
& "/ Stationary Lift Stand

handle /,‘
51!

_f Features:
\5/ > » Constructed from heavy gauge plate and square tubing,
5 . mixer mount carbon steel - painted.
< . max. 50” - Capacity to hold up to 200 Ibs.
N min. 32
(assembled)
Operation:

* Height adjusts manually with handle on rear of slide
assembly and locks in place with a clevis pin, adjustable
in 1” increments.

/—clevis

pin

N

cotterﬂ
pin

12" x 12" base
* 1/4” plate

FOUR - 9/16” x 1” slots
* 10” centers
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PS480

s [ Portable Lift Stand
handle /,‘ - “X” Base -
51!
\5/ A Features:

v » Accommodates containers up to 48” diameter.

5 ’ mixer mount » Constructed from heavy gauge plate and square tubing,
. max. 57” carbon steel - painted.
N min. 39” « Capacity to hold up to 200 Ibs.

(assembled) + Units supplied with four swivel casters, two with brakes.
Operation:

» Height adjusts manually with handle on rear of slide
assembly and locks in place with a clevis pin, adjustable
in 1” increments.

/—clevis
g pin
cotter —y
pin
Assembly - “X” Base:
(2)1.5”
bolts ? 1. Slide tube ass’y over “stub”.
(2) 3-5” ” ” H “ ”
bolts 2. Mount 12” x 12” up-right base onto portable “X” base
with (4) 1/2” bolts, washers and nuts.
12”x12”
* baseplate
7.5
1
L] = &
e

\@ ° <€ slide tube ass’y over “stub”.

® /
(4) caster, swivel

40" 30
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PSM84-BP
Stationary Lift Stand

84.25” Features:
overall » Constructed from heavy gauge plate and square tubing,
height carbon steel - painted.

» Capacity to hold up to 200 Ibs.

Operation:
* Height adjusts manually with handle on rear of slide tube
and locks in place with a clevis pin, adjustable in 1”

\ \i-.“..Il...lll.....“‘l....l‘...!‘v

mixer 1 15’ increments.
mount plate "/'i N
& slide-tube A
handle mixer mount

max. 84"

min. 30”
cotter —wy cIeyis

pin pin

12” x 12” base
* 1/4” plate

"l.“‘..l‘.“““..‘...\

\.....'l..........l."..-/

N

FOUR - 9/16” x 1” slots
*10” centers
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Portable Lift Stand
- “X" Base -

» Constructed from heavy gauge plate and square tubing,

+ Units supplied with four swivel casters, two with brakes.

» Height adjusts manually with handle on rear of slide tube
and locks in place with a clevis pin, adjustable in 1”

2. Mount 12” x 12” up-right base onto portable “X” base

‘e
M
90.5” NN Features:
overall height E E » Accommodates containers up to 48” diameter.
(assembled) '
MM carbon steel - painted.
ol » Capacity to hold up to 200 Ibs.
N
HH
3k Operation:
mixer 'l W
mount plate ‘e . increments
& slide-tube ?*ﬁ 4 ! '
~ /1 T
handle / mixer mount
max. 91”
min. 37”
. (assembled)
cotter —wy
pin Rd clevis
' pin
LN
HE
HH
LN
LR
N
MM Assembly - “X” Base:
12°x 12" K
baseplate CIHE 1. Slide tube ass’y over “stub”.
ans—y >3 [0
bolts ? with (4) 1/2” bolts, washers and nuts.
b
7.5
* T
— - hd o -
\@ ° < slide tube ass’y over “stub”.
®
40" 307 (4) caster, swivel
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B
96.25" HE
overall K
height E E
mixer E ;
mount plate E ; o
& slide-tube i[:| clevispin
i : 18”
cotter pin

handle 4%

12" x 12" base
* 1/4” plate

-..n.on-ocn.uIOO'C‘.-...DOOIU..-/
“I.Il.‘.‘.‘.-‘..lll(.'.‘.‘!l“‘.\

T

FOUR - 9/16” x 1” slots
* 10” centers
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PSM-BT-BP
Stationary Lift Stand

Features:

» Constructed from heavy gauge plate and square tubing,
carbon steel - painted.

» Capacity to hold up to 150 Ibs.

Operation:

» Height adjusts manually with handle on rear of slide
tube and locks in place with a clevis pin, adjustable in
1” increments.

mixer mount
max. 98”
min. 30”

PSM-DL &
PSM-DL-BP
mixer
mount plate
& slide-tube
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overall height
(assembled)

mount plate
& slide-tube

ll....!II!‘I““‘Q‘I‘I.‘Q‘.ll..tli‘tltv

/“"'l...'.l.....l.l..'l.'...l'.ll....A

h dl\
an eﬁ%

...ll.l'l...llllolclc.l.l...l.ll-/
.‘IIII‘.I“‘II“.‘II‘.Q“.‘III‘.‘\

(4) casters —{§
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PSM-BT

Portable Lift Stand
- “Tote” Base -

Features:

» Accommodates containers up to 48” wide.

 Constructed from heavy gauge plate and square
tubing, carbon steel - painted.

» Capacity to hold up to 150 Ibs.

» Units supplied with two swivel casters, two rigid
casters, two with brakes.

Operation:

* Height adjusts manually with handle on rear
of slide tube and locks in place with a clevis
pin, adjustable in 1” increments.

mixer mount
max. 104"
min. 36"
(assembled)

Assembly - “Tote” Base:

* Place up-right tube assembly onto the
portable base.

* Mount 12” x 12" up-right base to
portable base with bolts, washers and
nuts, 4-places.

561!
overall
width
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Parts List - Manual Lift Stands Bl

RA

M “X”’ Base

Item Description Part No. Qty.
. “X” Base with Casters (complete) N-X-LIFT-BASE 1

. “Tote” Base with Casters (complete) N-PSBT-BASE 1

1. Handle Grip, rubber HDW-AH875 1

2. Caster, swivel - 3” dia. wheel HDW-4X618 2~4
3. Caster, rigid - 3” dia. wheel HDW-4X622 2

4 Caster brake kit (not shown) HDW-4X698 2
5a. Bolt, hex-head ‘short’ - 1/2”-13 x 1-1/2” long N-HARDWARE 2
5b. Bolt, hex-head ‘long’ - 1/2”-13 x 3-1/2” long N-HARDWARE 2

6. Flat washer - 1/2” (not shown) N-HARDWARE 4

7. Lock washer - 1/2” (not shown) N-HARDWARE 4

8. Nut-1/2"-13 N-HARDWARE 4

9. Pin, clevis - 3/8” dia. x 3" long N-HARDWARE

10. Pin, hairpin cotter - .093” dia. x 1-5/8” long N-HARDWARE
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